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AMENDMENT UNDER 37 C\F.R. § l.tl4(c) Q6(»692 

U.S. Application No. 09/656,714 



AMENDMENTS TO THE CLAIMS 

This listing of claims will replace ail prior versions and listings of claims in the 

application: 

LISTING OF CLAIMS: 

L through 12. (cancelled) 



13. (currently amended): A server-client system, 

wherein a client terminal is connected to a server through an ISDN network; 
wherein said server comprises 

notification means for transmitting to said client terminal, via a D-channel, a 
notification that a large volume of data is to be transmitted, when data, whose volume is 
greater than a predetermined volume is generated, 

transmission means for transmitting the large volume of data to said client 
terminal via a B-channel, upon reception of a notification of data transmission allowan::e 
from said client tenninal and for enterint> into a transmission allowance waiting state 
during which not transmifting the large volume of data is not transmitted to said client 
terminal upon reception of a notification of data transmission non-allowancc from said 
client terminal; and 
wherein said client terminal comprises 

monitoring means for monitoring a state of all B-channel lines between said climt 
terminal and said server, upon reception of the notification lhat a large volume of data is 
to be transmitted from said server; 
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a transmission allowance notification means for transmitting to said server, vi^L a 
D-channel, the notification of data tran^-mission allowance when two or more B-cliani .el 
lines are free and for transmitting to said server, via a D-chaimcl, the notification of data 
transmission non-allowance when two or more B-channel lines are not free. 

14. (previously presented): The server-client system according to claim 13, 
wherein said client terminal fijrther comprises 

determining means for detennining, upon reception of the notification that a la/ge 
volume of data is to be transmitted from said server, if the reception is within a B-char nel 
use-allowed time interval; 

wherein said transmission allowance notification means only transmits a notification oF 
data transmission allowance to said server if the reception is within the B-channel use-allowec 
time interval. 



15. (previously presented); The server-client system according to claim 13, wherein, 
upon reception of the notification of data transmission non-allowance from said client termina , 
said notification means of said server retransmits to said client terminal, via a D-channel, the 
notification that a large volume of data is to be transmitted, upon a lapse of a predetermined 
period of time. 
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1 6. (previously presented); The server-client system, according to claim 1 3, wherein 
instead of transmitting the notification of data transmission allowance, said transmission 
allowance notification means conducts calling to said server for downloading the large volum e 
of data. 

17. (currently amended); A server-client system, 

wherein a client terminal is connected to a server througli an ISDN network; 
wherein said server comprises 

notification means for transmitting to said client terminal, via a 0-channcl, dat*. 
transmission time and a notification that a large volume of data is to be transmitted, when 
data, whose volume is greater than a predetermined volume is generated, 

transmission means for transmitting the large volume of data to said client 
terminal via a B-channel, upon reception of a notification of data trajismission allowance 
from said client terminal and for entering into a transmission allowance waiting state 
durina which not IranDmiltuig the large volume of data is not transmitted to said client 
terminal upon reception of a notification of data transmission non-allowance fiom said 
client terminal; and 
wherein said client terminal comprises 

announcing means for announcing the data transmission time to a user, upon 
reception of the data transmission time and the notification tliat a largo volume of data is 
to be transmitted from said server; 

4 

PAGE 0/14* RCVD AT 11/17/2005 6:27:31 PM [Eastern Standard Time]*^ 



11/17/2005 19:28 FAX 



2022937860 



11007/014 



AMENDMENT UNDER37 C.F.R, § 1.114(c) Q60592 

IIS. Application No. 09/656,714 

authorization means for enabling a user to authorize the transmission of the lar.ije 
volume of data; and 

a transmission allowance notification means for transmitting to said server, via a 
D-channel, the notification of data transmission allow^ancc when the user authorizes th5 
transmission of the large volume of and for transmitting to said server, via a D-channe-, 
the notification of data transmission non-allowance when the user does not authorize the 
transmission of the large volume of data; 

wherein said data transmission time is an amount of time which is required for i 
transmission of said larec volume of data to said client terminal . 

18. through 20. (cancelled). 

21. (currently amended): A data downloading method, comprising: 

(a) generating data at a server to be transmitted to a client tenninal; 

(b) determining at the server whether the volume of data to be transmitted is larger than a 
predetermined volume; 

(c) if the volume of data to be transmitted is not larger than a predetennined volume, 
transmiuing the data from the server to the client terminal via a D channel; 

(d) if the volume of data to be transmitted is larger than a predetermined amount, 
transmitting a notification from the server to the client tenninal, that a large volume of data is lo 
be transmitted; 
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(e) upon reception of the notification from the sever, monitoring the use ofB channe s at 
the client terminal; 

a) . if two or more Ti channgis are avnilablc. conriiicnn g calling from th e client ten^^inMl tn 
t he server % downloading the large volume nf H.>e., in^,.-.^ ..r.^.p ^^ ff ^ ^ 

r h nnnoi r nro ux'ailablu, lit n i iingitting a notification ofdata tronamisoion alloivanoo from tho clj eBt 
t o rminal to iho aoi vui ; 

(g) upon reception from the client tenninal of notification of data transmission aUowaice, 
transmitting the large volume of data from the server to client via only one B channel; and 

(h) if two or more B channels are not available, transmitting notification of data 
transmission non-allowance from the client tcnninal to the serverrsnd 

ift^vo or more B choiinGlg me avgilablj. conduotinir oaUing from tlio clionttorm i na l-te 
the aeiirpr for do>vn l oadinij tho largo volumo of data, instoad of stop (f) . 

22. (previously presented): A data downloading method, comprising: 

(a) generating data at a server to be transmitted to a client tenninal; 

(b) determining at the sei-vcr whether the volume of data to be transmitted is larger than a 
predetermined volume; 

(c) if the volume of data to be transmitted is not larger than a predetermined volume, 
transmitting the data from the server to the client terminal via a D channel; 
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(d) if the volume of data lo be transmitted is larger than a predetermined amount, 
transmitting Jrom the server to the client lenninal a data transmission time and a notilication ihat 
a large volume of data is to be transmitted; 

(e) upon reception of the data transmission time from the server, announcing the data 
ti ansmission time to a user at the client terminal; 

(f) if authorized by the user, transmitting a notification of data transmission allowance 
from the client terminal lo the server, 

(g) upon reception from the client terminal of notification of data transmission allowance, 
transmitting the large volume of data from the server to client via only one B channel' and 

(h) if not authorized by the user, transmitting notification of data transmission non- 
allowance from the client terminal to the server; 

wherein said data transmission time is an amount of time which is required for a 
transmission of sa id large volume of data to said client termipal . 
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